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INSTALLATION AND USER MANUAL 

Be careful to avoid any risk of fire, these devices must be installed according to the rules of the art (D.T.U. 24.2) and in accordance with the technical rules 
recalled in the instructions that must be attached to the devices. Their installations must be carried out by a professional or a qualified person. 

 
"All local and national regulations, as well as current European standards, must be complied with during the installation and use of the device." 

CLECY Wood Burning Stove 
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You have just acquired a wood-burning 
stove. We congratulate you for trusting our 
brand. 

 
 
 
 
 
 
 
 
 
 
 
 

 
It is important to follow the advice in this leaflet. 
This manual should be kept for the duration of use. 
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1- D E F I N I T I O N 
The stove/insert burns firewood in a grate combustion system. 
Intended to be clad with masonry elements, it is connected to the internal 
150 mm diameter flue in accordance with the standards and regulations in 
force. 
This device has been tested according to the criteria of the NF EN 13229 and 
NF EN 13240 standards 

1-1 General characteristics 
The vacuum of the flue necessary for proper operation and developing the 
best heat output of the appliance is 12 Pa (Pascal) but perhaps between 10 
and 14 Pa. Too large a draught, greater than 20 Pa, due to a duct that is too 
long or in certain casing conditions, for example, causes too fast speeds, 
excessive fuel consumption, reduced efficiency, abnormal deterioration of 
the device and cancellation of the warranty. In this case, have the draft of the 
stove checked in operation by a professional, the proper assembly of a draft 
moderator (justifiable by a technical opinion) may be necessary. 

IMPORTANT: This stove can only be connected to a unitary and 
independent type G flue (resistant to chimney fires). 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

*with a load of 3.89 kg of wood at 18.7% moisture and a calorific value of 13.89 MJ/kg. 

 

1-2 Dimensional characteristics 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
2- E N V I R O N N E M E N T T E 

L ' A P P A R E I L 

2-1 Site Recommendations 
Installation 
The significant heat radiation of the fireplace through the glass-ceramic glass 
requires the removal of any material that can be deteriorated or altered by 
heat (furniture, wallpaper, woodwork, etc.) at a minimum distance of 150 cm 
from the façade glass. 
The glass of the device is very hot: beware of the risk of burns, especially for 
children. 

 

2-2 Before any work 
It will be necessary to ensure the conformity and compatibility of the flue to 
which the appliance will be connected in accordance with the rules in force: 
NF DTU 24.1.P1 (NFP-51-201-1). 

 
Nature of the flue: 

 
- The flue must comply with the NF P51-201-1 standard. 
- The sizing of the flue must comply with the NF EN 13384.1 standard 

 
If the flue is not compatible, or in the case of a repair, it will be necessary to 
make a regulatory casing using a process justifiable by a technical opinion 
favourable to this use or to replace it with a new flue that complies with and 
is suitable for the stove. This work must be carried out by a qualified 
professional. 
In all cases, the chimney must allow mechanical chimney sweeping. 

 
Check the environment in which the chimney and stove will be installed. All 
combustible materials, or materials that can be degraded under the action of 
temperature, must be removed from the walls (floors, walls, ceilings), or 
inside the chimney (in the case of repair), at the location of the chimney, if it 
is in contact with these walls. 

 
The surface temperature of these walls must not exceed 50°C, in accessible 
parts. 

 
Check whether the floor or floor can accommodate the loads of the building. 
(Provide a load distribution plate if necessary). 

 
For walls with incorporated combustible insulation, such as plasterboard-
polystyrene, it is mandatory to cut the insulation complex over the entire 
ceiling height, to a width at least equal to that between the exterior pillars of 
the chimney. In the case of formwork, this cut will be equal to at least the 
width of the formwork. In general, the flammable insulation complex should 
not be located in the interior of the chimney and hood. The reservation thus 
created will be filled by a reinforcing wall made of non-combustible material 
with good thermal insulation and good resistance (e.g. aerated concrete). It 
will be necessary to make sure that all the elements that make up this wall 
are repointed. Then, the interior width of the chimney over the entire height 
will be lined with the help of the special insulation. See Table 1 case. 

NOTE: For walls with ventilation, it will be necessary, when 
the construction of the reinforcement wall, to respect this characteristic. 

 
For walls made of non-combustible material, special insulation must be 
applied to the entire interior width of the chimney and the entire height. See 
Table 1 case. 

 
For lightweight flammable partitions, it will be necessary to build a 
reinforcement wall over the entire ceiling height, made of non-combustible 
material classified MO, of good stability and adequate thickness, which will 
ensure thermal protection. Example: aerated concrete 10 cm thick. As there 
is no room to integrate it inside the cladding, it will therefore be executed 
over the entire width of the chimney, plus an overhang of 5 to 10 cm on each 
side (example : overall width, beam, shelf or Framework, 160 cm, the cellular 
concrete lining will have a width from 170 to 180 cm). Then, the interior width 
of the chimney over the entire height will be lined with the help of the special 
insulation. See Table 3of the case. 

 
 
 

GENERAL CHARACTERISTICS TABLE 
Ø of the smoke departure nozzle 150 mm 
Recommended fuel Wood logs 

Maximum length : 50 cm 
Prohibited fuels All others 
Weight 140 kg approx. 
Power 7.5 kW 
Corrected volume heated 110 to 260 m3 

Mass flow of fumes 5.3 g/s 
Average flue gas temperature at normal speed 260 °C 

Appliance Performance 78 % 
CO emission rate at 13% of 02 0.06% 
CO2 emission rate 9.24 % 
Fuel consumption at normal speeds - ---- kg/h 
Cov (mg/Nm²) 50mg/Nm3 
Nox (mg/Nm²) 121mg/Nm3 
Minimum distance to combustible materials Back 50 cm 

Lateral 50 cm 
Below 40 cm 

INTERMITTENT device 
 

ATTENTION : The door opens 85 ° 
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NOTE : In the event that the waiting duct is very close to the light flammable 
partition that does not allow the passage of a renforcement Wall ; if the Fire 
clearance is not respected, we advise you to contact the project manager and 
the builder who built the duct. If this is not possible, it will be necessary to cut 
and remove the light flammable partition from the high point to a level lower 
than that of the reinforcement wall and replace it with a non-combustible 
material; and this, over the total width of the hood plus the overhang of 5 to 
10 cm. Then apply the special insulation as explained above. 

 
In the extreme case, if the guarantees of safety and stability cannot be 
obtained, this lightweight partition will be replaced purely and simply by a 
material of the aerated concrete type, which will then be covered with the 
special insulation. For interior partitions made of light non-combustible 
material, we recommend the exposed reinforcement wall as in the 3rd case. 
It will be mandatory if the stability of the partition is not satisfactory. For 
either of these solutions, the interior width and the entire height of the 
chimney will be lined with the special insulation. See Table 4. 

 
In the case of a corner fireplace, the precautions are identical to standard 
fireplaces. 

 
IMPORTANT: in all cases, the rock wool side of the special insulation must be 
applied to the backing wall while the aluminium side must be turned towards 
the inside of the chimney. 

WARNING: For metal coverings, see the instructions. Especially with regard 
to the heat conduction of these materials. 

 
In the case of a corner fireplace, the precautions are identical to standard 
fireplaces (see sketch). 

2-3 Recommendations concerning 
the skin: see detail and assembly 
plan of the skin 
2.3.1 When the elements are mechanically bonded, their dry installation is 
permitted. When the connection is made by groute, the wide-jointed 
elements will be joined together with mortar and, in the case of thin joints, 
with glue cement or modelling plaster and filasse. 

 
2.3.2 Partition wall 

In the case of mounting corbels in a bracket with sealing in the support wall, 
it must have sufficient mechanical characteristics (no sealing in light partitions 
or aerated concrete, in which case distribution plates will have to be used). 

2.3.3 Chimney base 
 

Check that the soil has sufficient load-bearing capacity. If necessary, place a 
load distribution plate or take any appropriate measures necessary. Dry 
installation is prohibited. 

2.3.4 Stove cladding 
 

The stove must be clad in non-combustible material. When the beam is made 
of combustible material (wood), it is necessary to protect it with a non-
combustible material classified as MO, by the pediment or by a deflector. 
Depending on the cladding, a perimeter chain is to be poured at the time of 
installation using an aluminous cement mortar, it will be anchored in the 
back-to-back partition, when the nature of the latter allows it (see sketch 
below). It will ensure the stability of the whole and the protection of the 
beam. It should not be in contact with the stove. A passage must be built 
between the latter and the chain. When the upper part of the chimney (beam, 
shelf, stone, lintel, chaining) is cantilevered, one or more tie rods should be 
firmly fixed in the backing wall to avoid any risk of subsidence. 

 
A convection corridor must be respected between the insulation and the 
stove. NOTE: Be careful when passing through the stove door. During 
installation, it will be necessary to open it before sealing the upper elements 
of the chimney, in order to ensure that it passes freely. 

 
2.3.5 Design of the hood and ceiling insulation. 
The use of non-combustible materials degrading above 90°C (plaster for 
example) is authorised provided that thermal insulation is carried out on 
surfaces subject to direct radiation from the connection duct. When using 
STAFF, for example, to make the hood, it will be mandatory to line all the 
inside of the hood with the special rock wool side insulation, against the 
panels of the hood. 
In the part of the hood above the deflector, the four sides of the interior 
volume and the ceiling part, outside the surface always with the rock wool 
side against the Walls. 
The hood must rest on the perimeter chaining and not on the beam. 
In the case of a stone shelf, the chaining will be carried out in excess 
thickness on the latter, in order to ensure its stability. See sketch above. 
Create a false ceiling made of non-combustible materials. 

NOTE: All non-combustible materials used for the implementation of this 
work will be classified as MO. 

 
Inspection hatch: 

We specify, when installing your chimney, to install an inspection hatch. This 
hatch allows access to the inside of the hood in order to be able to carry out 
any control and maintenance operations (especially on the connection and 
the upper part of the stove). 
D.T.U. 24.2.P1 also specifies that the inside of the hood must be visible in 
order to allow the connection duct to be checked. The access hatch allows 
this visibility (nevertheless possible by the diffusers), but in addition, leaves 
the possibility of intervening, for example, when the chimney is working. 

 
2.3.6 Hot air diffuser: 

 
With a total actual cross-section of at least 500 cm2, it must not be located 
less than 30 cm from the ceiling and must not be sealed. 
BE CAREFUL with heat-sensitive materials, for example: stretch ceiling, PVC, 
polystyrene, etc. 

2-4 Air de convection : 
 

2.4.1 Convection air inlet: 
In the base of the chimney, it is imperative to leave free the convection air 
inlets of a section of 400 cm2 unless specified on the chimney plan: 
- Either by the pyre or wood storage room (respect an air passage when 

setting up the logs). 
- Either by grids, located in the pillars, the formwork or the base. 
In some cases, in addition, the perforated metal side panels on either side of 
the stove contribute to this convection. 
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2.4.2 Convection Air Circulation: 
 

 
The circulation of convection air inside the chimney is essential and must be 
as large as possible to avoid too much hot air accumulation. 
In the case of certain appliances where convection air also participates in the 
combustion air, care must be taken to provide a space free of any 
obstructions up to the air inlets of the appliance (use a non-combustible 
flexible duct at least Ø80 mm, if applicable). This arrangement is essential in 
the case of hot air extraction so as not to create a vacuum at the level of the 
stove's air inlets, which could lead to smoke in the rooms served. 

2.4.3 Convection Air Outlet: 
The diffusers must have a minimum actual cross-section of 500 cm2, they 
must not be located less than 30 cm from the ceiling and must be non-
obstructable. 
In the upper part of the hood, a false ceiling will be made to serve as a 
deflector in non-combustible material and with good mechanical resistance, 
coated with the special insulation and located at least 30 cm from the ceiling. 
The installation of this heat shield will prevent the ceiling from rising in 
temperature and will allow a maximum of hot air to be recovered through the 
diffuser(s) located just below (flush with this shield). 
Two hood pressure relief grids (with a minimum cross-section of 20 cm2 each) 
must be installed diagonally opposite each other (one high, one low) to create 
a current in the upper part of the hood and thus avoid pressurizing it. 
In the case of a corner fireplace, place one of the two grilles on the front 
(always opposite). 

 
2.4.5 Oxidizing Air 

Unducted air inlet case: The air intake outlet (inside the room) must be 
located either directly in the chimney or as close as possible to the appliance. The cross-
section of this air inlet must be at least equal to a quarter of the cross-section of the flue 
with a minimum of 200 cm². Any additional mechanical ventilation device such as 
window fans or hood extractors (with the exception of recirculating hoods) is prohibited 
in a room where there is a fuel-burning appliance connected to a natural draught flue 
and in a room separate from this room, provided that this device is likely to cause a 
sufficient vacuum that could lead to a reversal of the draught of the flue. 

Ducted air inlet case: The air intake must be located either directly outside 
(ducted air inlet) or in a ventilated room on the outside and be equipped with a grille. 
The supply of fresh air must, as far as possible, be placed in front of the prevailing 
winds and must be permanent. Provide an additional 200 cm² air inlet for recharging 
and for operation with the door open. 
Outdoor fresh air inlet DTU.24.2.2 
This device is waterproof. The fresh air supply can therefore be channelled directly 
from the outside to the 80mm diameter nozzle located below the device, or indirectly 
by means of an air intake installed in the outside wall of the room where the 
the device. 
To prevent condensation, the sheath (or pipe) must be coated with a layer of mineral 
wool with an outer plastic film sheath. The passage through the exterior wall or floor 
must be sealed with sealant. 

2-5 Connecting Duct: 
It must be type G (chimney fire resistant) compliant with the DTU 
24.1.P1 (NFP 51-201-1). 
Connecting ducts serving stoves must be metallic. They must not have more 
than two deviations, the angle of these deviations must not exceed 45° with 
the vertical. 

 
2.5.1 Other connections 
For connections, it will be necessary to be vigilant about their 
implementation, the choice of components, compliance with: manufacturers' 
specifications, best practices and compliance, in accordance with the 
legislation in force (DTU 24.1 & DTU 24.2). 
In the case of mechanical extraction (decentralisation of hot air) which creates 
a vacuum in the hood, the connection of the appliance to the flue must be 
sufficiently tight so that there can be no smoke extraction in the extractor. 
The connection of the upper end of the connection with the existing duct 
must always be made, in the case of different sections, with slopes at least 
45° forming a funnel in order to avoid soot accumulation. 
For metal elements, use the manufacturer's specific connecting accessories. 
The sockets for single-walled metal pipes must be 40 mm when equipped with 
seals. 

2.5.2 Draw moderator (in the case of too large a draw) 
It must be connected to the connecting duct and installed in the room where 
the stove is located (outside the hood or inside if it is easily visible and 
accessible). It should not draw hot convection air from the stove. 
Implementation following the technical advice of the moderator. 

 

3- P R E P A R A T I O N OF THE 
STOVE / I N S E R T 

Before installing the stove in the cladding, it should be examined for any 
anomaly that could be due to transport, unloading, etc. This would make it 
easier to intervene before integrating it into the fireplace. 
Failure to comply with the assembly instructions implies the responsibility of 
the one who performs it. 
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Setting up the deflector 
 
 

1: Insert the baffle into the body  2 : Attach the deflector to the bottom plate and place the deflector on 
the airbox. 

 
 
 
 
 

 
3 

 
 
 
 
 
 
 
 

3: Shift the deflector to the left so that the legs rest on the supports provided for this purpose. 
 
 

 
4: Put on the airwash baffle bracket 5: put the 2 stainless steel screws 

2 

1 

4 

5 



N-BE-0473-02-CLECY 8  

 
 
 

For disassembly, follow the reverse direction of assembly 
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USER ONLY 

4- U T I L I S A T I O N 

4-1 Organ of use: 
Your device is equipped with: 

- a primary air intake adjustment, located under the base, acting directly 
on the embers by sensitively activating the fire. 
The air supply in the fireplace is adjusted using the pull tab located 
under the door of the appliance. 
- Pull-out on the left for ignition 
- Pull-out on the right for a reduced look 
- Mid-position zipper pull for a normal look. 

 
- from a secondary air intake located on the top of the door, this air slides 

in a downward motion along the glass inside the fireplace, forming an air 
curtain preventing the rising fumes charged 
"unburned" people from coming into contact with this window. As well as 
an air intake at the back of the fireplace, this air travels behind the fireplace 
where it is preheated and then injected into the appliance to ensure the 
afterburner of the gases. 

 

4-2 Before using your device: 
A drying time of 4 weeks must be respected, so that the humidity stored in 
certain parts of the implementation evaporates (connection, chimney flue, 
stone assembly, hoods, etc.). 
Once this time has elapsed, you can proceed with the first ignition by loading 
moderately with wood and reducing the opening of the air supply damper, 
to limit the intensity of the fire; This will allow a gradual rise in temperature 
of the stove and shaped elements, to avoid rapid expansion and thermal 
shocks. Carry out these small flambées over 10 days to complete the drying 
of the structure. 
During the first few uses, an odor may emanate from the device, caused by 
a possible excess of paint, it will be necessary to carry out after the drying 
time, a few sustained fires to remove them. 

 

4-3 Fuels : 
The device is designed to work with wood. Prohibition of use 
coal or other similar fuel. 
Prefer hardwood to softwood (oak, beech, hornbeam, chestnut, etc.) which 
is very dry, with a maximum humidity of 20%, which corresponds to wood 
stored under cover for 18 to 24 months; The use of wood with too much 
humidity will lead to poor combustion by prematurely clogging the 
appliance, the glass and the flue, which may eventually cause chimney fires. 
Do not burn household waste, plastics (bottles) or derivatives, rubber, greasy 
products (cloth soaked in oil,...) etc. which pollute the environment and 
cause the risk of chimney fire by clogging the flue. 

 

4-4 Ignition: 
To start a fire properly: avoid sheets of glossy paper, spread crumpled 
newspaper or straw on the foyère floor, place twigs on top, then small dry 
branches or finely split wood, then branches or split wood of larger cross-
section, equivalent to about 3 cm in diameter. Ignite the paper, close the 
stove door, open the air supply completely. Then, when the fire is well taken, 
proceed with the loading. 
Never light your fire with gasoline, alcohol, etc. 
To make lighting easier, we recommend keeping a bed of ash on the grate. 
IMPORTANT: we advise you to let the fuel charge ignite properly, especially 
during poor draft conditions. The operation of the stove is dependent on 
atmospheric conditions. It is advisable to be very vigilant, for example, 
during strong winds (too much draft) or fog (no draft). 

 
4-5 Charging – Power: 
The heat output of the stove depends mainly on the wood load. Depending 
on the species and moisture of the wood, a 50 cm long log, 
- with a diameter of 6 cm weighs about 1 kg, 
- with a diameter of 10 cm weighs about 3 kg, 
- with a diameter of 15 cm, weighs about 7 kg. 

For sustained heating, use a large number of small diameter logs (e.g. 6 to 8 
logs of 6 cm in diameter on a good bed of embers). For longer heating, use 
large diameter logs (e.g. 3 logs of 13 to 15 cm in diameter on a medium bed 
of embers). 

 
NOTE: Normal operation depends on the ember bed; prevent it from 
disappearing completely at the end of combustion, in order to avoid difficult 
rework that encourages the glass to crack. Raise with kindling if necessary. 

 

4-6 Reloading precautions: 
When opening the door, open slightly while stopping and then open slowly. 
This precaution will prevent you from the inconvenience of a possible 
backflow. 

 

4-7 Warning: 
Never throw water to extinguish the fire. 

 
The pane(s) can reach high temperatures by releasing a significant source of 
heat through radiation; We advise you not to place furniture or objects that 
are sensitive to it near (distance of at least 150 cm). Beware of the risk of 
burns, especially for young children. 
If your chimney is equipped with one or two wood reserves, it will be 
important not to obstruct them (e.g. by a door, by excessive storage of wood, 
etc.) in order to allow the free passage of the air used for convection. 
Similarly, do not contain easily flammable materials (e.g., paper, 
matchboxes, etc.). 

 
Caution: In the event of a chimney fire, close: the air inlet dampers, 
stove door and call the fire brigade. 
The handles are hot during operation. Use the glove (if provided). 
This glove should only be used to maneuver the handle. It is not suitable for 
handling objects in ignition. It is not liquid-tight. Do not use against chemical 
hazards. 
Be sure to place the glove after each use in a place free of combustion 
residues (ash) and not hot. 
Do not worry if smoke emissions and a slightly pungent smell occur at the 
first lighting, this being due to the paint of the different parts. These 
phenomena can persist for several days. 

 

4-8 Tips in case of abnormal 
operation: 
Take all precautions when using appliances such as extractor hoods that can 
disrupt the operation of the stove. 

Smoke release 
when opening 
of the door. 

- See "Reloading Precautions" above. 
- Check if there is enough fresh air in the room 

(open a door or window to check). 
- have your chimney checked (vacuum, 

sealing of the duct, connection and stove). 

Little heating, 
the fire smoulders 
or 
is extinguished. 

- reload on a good bed of embers, relaunch with 
kindling, if necessary. 

- Use drier wood (15 to 20% humidity). 
- have your chimney checked (vacuum 
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NOTE: The operation of the stove is dependent on weather conditions. It is 
advisable to be very vigilant, for example during strong winds (too much 
draught) or fog (no draught). 

5- E N T R E T I E N : 
Two mechanical chimney sweeps to be carried out per year (chimney 
sweeping by a professional), including one during the heating season during 
which the connection and the chimney flue will be checked to ensure that 
the whole thing is in good condition. A certificate must be given to you by 
the contractor. The various components of the device and the 
watertightness must be checked; If necessary, the door seals should be 
replaced. 
In the case of anomalies, it is forbidden to use your device. It will be 
necessary to carry out the repair before any restarting. Have your 
installation checked by a professional. 
Once the heating period is over, clean all the cast iron interior elements of 
your appliance, scrape off any tar agglomerates and brush all the parts; To 
make it easier for you, remove all removable elements (stove grate, andiron, 
deflector,...). 
Then after this cleaning, rub all the cast iron elements with an appropriate 
paste; This will restore your appliance's shine and protect it from rust (repeat 
the operation if necessary). 
We also advise you, during this period, to leave the air inlets open to allow 
air circulation in the appliance and in the duct. In this regard, particular 
attention will be paid to stoves that operate in a discontinuous manner 
(second home). Indeed, this use perpetuates the phenomena of 
condensation, which accelerate the phenomenon of oxidation. 
For appliances with perforated grilles around a portion of the grille, 
vacuum them to clear the perforations of any dust that would interfere 
with convection air circulation. Empty the ashtray regularly to avoid an 
accumulation of ash that could clog the hay grate and damage it. Beware of 
incandescent embers thrown carelessly: they can ignite any combustible 
material. 
Cleaning the glass: when the glass is cold, rub it with a damp sponge or 
better, a cloth soaked in a cleaning product based on 

caustic soda. Follow the instructions and precautions for use in the 
instructions for the various products. 
For appliances equipped with accessories or a brass-plated front, a slight 
discoloration, more or less significant, may appear, depending on the 
temperatures during use. 
When not in use, brass can also tarnish by 
natural oxidation. 
As such, it will be necessary to regularly maintain these parts from time to 
time with a specific maintenance product for copper brass; Avoid staining 
them with window cleaners. 

 
Special warning about the fireplace door : 

Our doors are equipped on their pins with needle screws or lock washers. 
 

WARNING: When your installer dismantles the door (replacing the glass,...) 
it is important to replace the pins of this door with the lock washers (new) 
and/or the original needle screws. 

 

6- P I È C E S T E R E C H A N G E : 
If, after many years, the replacement of certain parts is necessary; contact 
your SUPPLIER or any other PROFESSIONAL OF OUR BRAND. 

 
Specify the information on the NAMEPLATE, which is placed on the BACK OF 
THE DEVICE or on the WARRANTY VOUCHER, which must be kept even after 
the expiry date. 

 
In possession of the bills of materials and all the technical documentation 
relating to our manufacture, he will be able to quickly provide you with any 
replacement parts and carry out the necessary repairs. 

 
Never use replacement parts that have not been 
supplied by the company PHILIPPE. 
Never make changes to the device without permission. 

 sealing of the duct, connection and 
pan). 

Little heating but 
fire 
gets carried away. 

- Check the tightness of the stove. 
- Load preferably with large logs. 
- have the draft of your chimney checked 

(installation of the draft reducer in stump or 
installation of a draft moderator). 

Vitre se salit 
very quickly. 

- use drier wood. 
- avoid slowing down too often. 

 



 

7- N O M E N C L A T U R E E T E C L A T E : 
 
 

 
No. Qty Designation Code No. Qty Designation Code No. Qty Designation Code 

1 1 Door 012002B 20 1 Registry Guide 013507 39 1 Airwash deflector bracket 026074 
2 1 Glass 012527 21 2 Vermiculite side 025329 40 1 Joint Ø11 062112B 
3 1 Sheet metal 

back 
012538 22 1 Vermiculite Rear 025330 41 1 Glass gasket Flat 7x3 06307 

4 1 Buffer 012539 23 2 Low Vermiculite 025331 42 2 HM8 Nut NUT-HM8 
5 1 Handle 012541 24 1 Vermiculite Deflector 025333 43 6 FHC 6x20 VIS-FHC-6x20 
6 1 Ashtray 012545 25 1 P1 register 025334 44 2 M4x10 stud STUD-M4x10 
7 1 Left Hearth Grille 012546 26 2 P2 register 025335 45 4 M5 Flat Washer WASHER-M5 
8 1 Straight fireplace 

grille 
012546 27 1 Air Limiter 025339 46 6 M8 Flat Washer WASHER-LM8 

9 1 Air inlet Ø80 012547 28 1 P3 register 025344 47 3 Rondelle large plate M6 WASHER-LM6 

10 1 Left side 012550 29 1 air outlet Ø150 025350 48 2 Belleville Spring Washer M12-
31.5x12.2x1.5 WASHER-M12 

11 1 Right Side 012551 30 1 Vermiculite Back 025352 49 2 Vis TBHc M6x30 VIS-TBHc-M6x30 
12 1 Left fixed 

background 
012552 31 1 embase 025359 50 4 H Screw M5x20 Screws-HM5x20 

13 1 Straight fixed 
bottom 

012553 32 2 P4 Registry 025379 51 1 H Screw M6x12 Screws-HM6x12 

14 1 Base Supplement 012554 33 2 P5 register 025395 52 2 H Screw M8x20 Screws-HM8x20 
15 1 above 012555 34 1 eccentric 025556 53 2 H Screw M8x30 Black Screws-HM8x30 
16 1 Fixed frame 012556 35 1 axe pivot 025557 54 4 Vis ISO 7380 M6x8 Vis-ISO7380-M6x8 
17 1 Left channel 012557 36 1 airbox 025592     

18 1 Right Channel 012558 37 1 support vitre 025699     

19 1 High angle 013502 38 1 Eccentric 026069     
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The Philippe 
Fireplaces Guarantee 
Important: We remind you that you must have your installation carried out in accordance with the legislation in force. 
The installation rules are defined in official documents. 
These documents can be consulted in all Cheminées PHILIPPE points of sale. In addition, all our stoves and inserts comply with the current 
standard and are delivered with a detailed manual. However, if you need further explanations, our distributors and our technical department are at 
your disposal. 

 

 
The Philippe Fireplaces Guarantee 

 
The manufacturer guarantees its wood log 
appliances for 6 years. Products that do not 
use wood log energy are guaranteed for 2 
years. The manufacturer's warranty is 
exercised under the conditions of 
compliance with installation standards and 
technical instructions, in the context of 
normal use. 
BY NORMAL USE, THE 
MANUFACTURER MEANS: 
- Do not use materials other than the 
wood as fuel, 

- Do not load the fireplace to its maximum 
capacity, 

- A progressive fire when ignited, 
- Do not extinguish your fireplace with 
water, 

- Do not modify the device or the 
installation. 

 
3 ESSENTIAL POINTS WILL ENSURE 
THE LONGEVITY OF YOUR PAN: 
- Imperative compliance with the rules of 
the art, concerning the various types of 
insulation (floors, ceiling, back-to-back 
wall), 

- The connection to the conduit, 
- Compliance with the rules of use and 
maintenance recalled in the instructions. 

 
Many materials are available such as: 
stones, refractory elements, ceramics and 
metal. All of them have been rigorously 
checked when they leave our workshops. 
However, as these are exclusively natural 
materials, they may undergo certain 
variations in appearance and shades, 
especially stone, which are subject to 
chromatic variations in veining. 
Peculiarities such as wormholes, 

knots, shells, geodes, strata, crystalline 
veins, rust spots, flames, cannot be 
considered as grounds for refusal, nor give 
rise to price reductions. 
Our ceramic products are sometimes 
subject to ageing 
("Stirring"). As a result, they may present 
changes in appearance over time which are 
completely normal and can in no way give 
rise to a claim of any kind whatsoever. 
Similarly, for all the products in our 
catalogue, we cannot guarantee the 
similarity of the colours to the product 
delivered, this being linked to the printing 
of the documents. 
Depending on the very high temperatures 
that certain elements of the stove or insert 
undergo, the wear and tear phenomena of 
certain parts are quite normal. 
The application of the warranty is subject 
to compliance with the installation (in 
accordance with the regulations in force), 
use and maintenance. 
Parts in contact with important 
temperatures such as: decorated cast iron 
plate, foyère grate, deflector, ashtray, 
andirons, etc. can be deformed due to wear 
and tear. 

 
For all devices, these parts are 
guaranteed for 1 year in standard 
exchange, as well as: 
- Refractory elements and ceramics, 
- Moving parts such as door hinge shaft, 
flapper operation, 

- Electrical and electronic components, 
- Gas burners, hubcaps (e.g. brass profiles 
or surface treatment), see also technical 
instructions available in store, 

- Crucibles and geared motors of pellet 
stoves. 

 
Other parts may be subject to normal wear 
and tear due to the type of energy of the 
device. For more details, please refer to the 
technical instructions available in store. 
PHILIPPE stoves are specially designed so 
that these parts can be replaced as part of 
the maintenance of your equipment. 
Ceramic glass panes can withstand 
temperatures of around 750°C. As any 
breakage can only be caused by a 
mechanical shock during use or handling, 
they cannot be exchanged under the 
warranty. 
Similarly, the gaskets and spark plugs of 
pellet stoves are excluded from the 
warranty because they are considered 
wear parts. All weights and dimensions are 
subject to variation depending on the type 
of stove chosen or technical requirements. 
Similarly, some photos show stoves or 
inserts that have been modified. In the 
constant concern to improve its 
manufactures, CHEMINEES PHILIPPE 
reserves the right to modify its models 
without notice. 
For this reason, this document is not 
contract. 
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PHILIPPE DESIGN Avenue Kennedy – 62401 BETHUNE CEDEX Date: 06/23  

Distributor Name and Address: 
 
 
 
 
 
 
 
 

Distributor code: 

BENEFICIARY OF THE 
GUARANTEE: 

 
ADDRESS: 

 

 
Tel.: 

Date of availability: 

The: à : 
 

Signature : 

WORDING OF THE PARTS TO BE REPLACED 
Designation: Reference: Observations : 

  

CERTIFICATE OF CONTROL: 

Appliance type: "CLECY" stove 
 
 

Version: 

Controller: 

Serial and warranty number: 
 

/ 

CONTROL SHEET: 
 Cast iron block verification 

 Checking for Removable Parts 
 Leak check 
 Closing check 
 Verification of registers 
 Checking the instructions 
 Checking Decal Warning 

 Verification of the nameplate 
 Cold-hand verification 

 
PHILIPPE DESIGN – 62401 BETHUNE CEDEX – France Date: 06/23 



PHILIPPE DESIGN Avenue Kennedy – 62401 BETHUNE CEDEX Date: 06/23  

 

REGlEMi:NTDE!LEG  E-Re:GOlA,  DHO DElEGATO-OFFICERREGULATIO - DElEGIEITTi: VER. OFmNUrNJG- 
REGLAMi:NTO DELEGADO- DELi:GEREDEFORORD ING - GEDELi:GHRDEVi:RORDi:NlrNJG 

(EU) 2015/1186 

 CP CHEM[NEES PHILIPPE 

POELES 
ClJISINF.. S 

 

 
Рунјо of the mo d:el!e - lome ·•. Odello - ·• Cast identmeir - 

Modelllk,Ennung-  ldentmcadlor dell model-Model identification 

 
CUECY 

iClass of efficacy and    energy-Cllasse of efficiency and energy -
·Energy efficiency class- Energiieeftii:ziem:kllas.se - Cllase de 
effici:enc,a 

,energy -  Energiieffelkfllivitetsldlas.se 

  
A 

PuiISsanc,e henmique dlir,ecte-Potema termic,adir,etta - Direct 
heat output- Direkte WarmeleistJung- Potendia callorffica direct.a- 

D'ire te varmeydellse 

 
kW 

 
 
 

7:I5 

Puissarnce tilermique indirect,e- Potenza t,enmiica indiiretta - 
lndiirect hea • output - Indiirekte Warmeleisturng -·Po encia calormca 

iindlirecta - lnd'irekte varmeydel:Se 

 
kW 

 

lrridiice d'efficacite energ,etique- lndiice d,1ei fficienz.aenerrgeticca - 
Energy Efficiiency Index - Energiieeftii:ziemindex -·Indice de eifticiencia 

einergetica - lndir,ekte ''ifarrneydellse 

 
% 

 
89 

Yield Ultille a nominal tilermic power  - Effiicie z,a utille a1II1a potenza 
terrnica rnorninal!e- Energy effidieincy at nomi1nal 

heat output - 8renns off-Energieeffiztenz beii Nen nw.armel!eiiStung 
- UicOiendia enerrgeti.ca util a potencia caloriUca nomiinall - 

'Virkningsgrad ved rmminel varmeydlellse 

 

 
% 

 
78 

Rendement utile a Ila oharge min;irnale-Efficienza utille alla potenza 

t,ermica minima - Energy effiioiency at minimum [load - Br,ennstoft-
i:nergiieeffiiZ1ienz bei Mindes llast-Eficienci1a einerg,etica utiill a carga 

mfnima -Vlirkningsgradlved mi dst,e varmeydelse 

 

 
% 

 

PRECA.UTIO  IS P'ARTICUlli:R:ES-· 
SPECIALPRECAUTIONS- BESO IDERi: VORSICHTSMASS AH· EN - PRECAUZIOrNJI SPEOIFICHE-·PRi:CAI. JCIO 

ES i:SPi:CIAUS-SPECIFlKJKJEFORHOLDSREG LER 

 
I rNJSTALLATlON/MAINITE IA 'CE : Si: HERER TO THE IOTIOETi:CHNIIQUE OF THE.APPARElL - 

INSTALLATION E/MArNJllTErNJZIO• E : 'Vi:BY MA 11.JALJE- IrNJSTAl.JLATlO VMAI rn N • EU WORK : Yes:E BUT 
II.JAL - I SIAUATIO•  /I

 iSTANDl1ALTllNG :: Sli:Hli: HAS IDBI. JCH -·I MANTE STALATION II• 1E ITO: SEE ••A
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