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The Montese is a stunning fire that will enhance any living room.

The Montese is an authentic looking coal effect gas fire, where realism is the 

most important factor.

By utilising the broad range of trims that Wildfire provides, you can choose the 

mood of your room from contemporary to traditional. It is available with pebble 

and coal fuel bed options and offers an impressive radiant heat output.

The Wildfire Montese is available in manual and slide control. See page 76 for full 

trim specifications.

XE The Montese shown with Cadiz suite in white/
Grey. Also shown in all white (inset). Cadiz suite 

available with or without lights.
Available as XE model with canopy see 
page 9 for further information.

FUEL

Natural 
Gas

FUEL BED

STANDARD TRIM OPTIONS

CREATIVE TRIM OPTIONS

Contemporary trim includes front bars. Trims can be 
purchased without front bars. For more details see page 74.Trims 

Options
Choose the trim and 

fret options from the 

selection on this 

page. The trim and 

fret options will fit 

ALL of the products 

in this brochure. For 

further fret options 

consult your retailer.

Standard Trims

Ellipsis Trims

Creative Trims

Optional slide levers 
available (black supplied 
at standard)

Slide Lever Options

Technical Information
Use the chart below to quickly check the options available for each product contained in this brochure. You will 
also find the flue types which products can be installed into. For further information consult the manufacturers 
installation instructions or ask your local retailer for further advice.

Coal
Option

Pebble
Option

Manual
Control

Slide
Control

Pre Cast
Flue

Class II
Flue

Class I
Flue

XE
Included

XE
Optional

HE

Ellipsis

Ellipsis HM

Cavello XE

Montese

Montese XE

Ceralis

Ceralis XE

Pesaro HE

Cressida HE

Pre-cast flues 

are normally 

produced from 

concrete blocks 

which provide a 

rectangular flue 

way in the wall cavity. The terminal is 

usually of a metal type or ridge tile.

Class II flues are 

a prefabricated

(metal) construction

 and normally 

consist of a 

recessed flue-box 

and a series of interlocking flue 

sections of 125mm internal diameter.

Class I flues are 
normally of brick 
construction and
designed for use 
with a solid fuel 
appliance. The
cross section is 
a minimum of 225mm x 225mm. 
This flue type also covers fabricated 
systems similar to the class II type but 
with an internal diameter of 175mm.

Pre Cast Flue Class II Flue Class I Flue

An optional spacer system is available to fit ALL the appliances in this brochure. The spacer fits to the rear side of the appliance 
flange and effectively reduces the depth of the appliance by 25mm. This is particularly useful when installing products into pre-cast 
flue installations where insufficient debris collection space is available. Ask your retailer for more information regarding this accessory. 
The spacer is black in colour.

The XE system is only available from Hearth Products. The Wildfire XE system enables any fire to be installed to its best potential. As all 
flues are different and this factor massively affects the performance of an appliance, we have designed a system which enables the fire 
to be ‘tuned’ to the flue. The restrictor components supplied in the system are fitted during the installation process. The canopy must be 
fitted with this type of installation. Full instructions are supplied with the system which MUST be fitted by a competent person, i.e a Gas 
Safe registered engineer.

The Flame Supervision Device is designed to sense the 
presence of flame. Should the flame be extinguished for any 
reason then the safety device will cut off the supply of gas to 
the burner.

The Oxygen Depletion Sensor will automatically shut off the 
gas supply to the burner if the oxygen level falls below a 
particular level. This is important as it will turn off the appliance 
should the flue become blocked or a lack of ventilation occurs.

Optional Spacer

XE System

Safety Features

F.S.D O.D.S
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HE

Ellipsis

Ellipsis HM

Cavello XE

Montese

Montese XE

Ceralis

Ceralis XE

Pesaro HE

Cressida HE

Pre-cast flues 

are normally 

produced from 

concrete blocks 

which provide a 

rectangular flue 

way in the wall cavity. The terminal is 

usually of a metal type or ridge tile.

Class II flues are 

a prefabricated

(metal) construction

 and normally 

consist of a 

recessed flue-box 

and a series of interlocking flue 

sections of 125mm internal diameter.

Class I flues are 
normally of brick 
construction and
designed for use 
with a solid fuel 
appliance. The
cross section is 
a minimum of 225mm x 225mm. 
This flue type also covers fabricated 
systems similar to the class II type but 
with an internal diameter of 175mm.

Pre Cast Flue Class II Flue Class I Flue

An optional spacer system is available to fit ALL the appliances in this brochure. The spacer fits to the rear side of the appliance 
flange and effectively reduces the depth of the appliance by 25mm. This is particularly useful when installing products into pre-cast 
flue installations where insufficient debris collection space is available. Ask your retailer for more information regarding this accessory. 
The spacer is black in colour.

The XE system is only available from Hearth Products. The Wildfire XE system enables any fire to be installed to its best potential. As all 
flues are different and this factor massively affects the performance of an appliance, we have designed a system which enables the fire 
to be ‘tuned’ to the flue. The restrictor components supplied in the system are fitted during the installation process. The canopy must be 
fitted with this type of installation. Full instructions are supplied with the system which MUST be fitted by a competent person, i.e a Gas 
Safe registered engineer.

The Flame Supervision Device is designed to sense the 
presence of flame. Should the flame be extinguished for any 
reason then the safety device will cut off the supply of gas to 
the burner.

The Oxygen Depletion Sensor will automatically shut off the 
gas supply to the burner if the oxygen level falls below a 
particular level. This is important as it will turn off the appliance 
should the flue become blocked or a lack of ventilation occurs.

Optional Spacer

XE System

Safety Features

F.S.D O.D.S
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Trims 
Options
Choose the trim and 

fret options from the 

selection on this 

page. The trim and 

fret options will fit 

ALL of the products 

in this brochure. For 

further fret options 

consult your retailer.

Standard Trims

Ellipsis Trims

Creative Trims

Optional slide levers 
available (black supplied 
at standard)

Slide Lever Options

Technical Information
Use the chart below to quickly check the options available for each product contained in this brochure. You will 
also find the flue types which products can be installed into. For further information consult the manufacturers 
installation instructions or ask your local retailer for further advice.
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flue installations where insufficient debris collection space is available. Ask your retailer for more information regarding this accessory. 
The spacer is black in colour.

The XE system is only available from Hearth Products. The Wildfire XE system enables any fire to be installed to its best potential. As all 
flues are different and this factor massively affects the performance of an appliance, we have designed a system which enables the fire 
to be ‘tuned’ to the flue. The restrictor components supplied in the system are fitted during the installation process. The canopy must be 
fitted with this type of installation. Full instructions are supplied with the system which MUST be fitted by a competent person, i.e a Gas 
Safe registered engineer.

The Flame Supervision Device is designed to sense the 
presence of flame. Should the flame be extinguished for any 
reason then the safety device will cut off the supply of gas to 
the burner.

The Oxygen Depletion Sensor will automatically shut off the 
gas supply to the burner if the oxygen level falls below a 
particular level. This is important as it will turn off the appliance 
should the flue become blocked or a lack of ventilation occurs.
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Brass/
Black
Profile

Satin/
Black
Profile

Chrome/
Black
Profile

Bl.Nickel/
Black 
Profile

SLIDE LEVER OPTIONS

Brass Chrome Black 
Nickel

Black Ezi-Grip

A)	 1220mm
B)	 1220mm
C)	 1095mm
D)	 400mm

E)	 210mm
F)	 45/75mm
G)	 413mm
H)	 565mm

A)	 512mm
B)	 403mm
C)	 607mm
D)	 553mm

E)	 173mm
F)	 104mm
G)	 328mm

CONTROLS

SlideMontese (Cadiz Suite)

White Grey

Cadiz suite 

available  

with or  

without grey 

inner border.

Coal Pebble

FLUE OPTIONS

Brick 
Chimney

Pre-
Fabricated Pre-Cast

A

C D D

E
B F

G

C

A E

F

C

DB

G

H

DIMENSIONS

STANDARD MANTEL
FINISH OPTIONS

GAS CONSUMPTION

Heat Input (High)

6.75kW

Heat Input (Low)

3.5kW

Heat Output (High)

3.4kW

Heat Output (Low)

1.6kW

Manual 
Electronic

See page 77 for energy efficiency class


